= For Pros

RELY ON US

For Pros® Maskopri Inomhus

* Professional masking » Adhesion to surfaces with light pressure

HDPE roll + adhesive tape. Having been treated for paint adhesion, this
product ensures perfect masking of floors and all kinds of surfaces while
painting.

Thickness: 10pum

Mass density (23 °C): 0,949 -0,957 g/cm?® SO 1183
MFI(190°C - 5,0 kg): 0,28-0,38 g/10 min SO 1133
MFI(190°C - 21,6 kg): 08-11g/10min SO 1133
Yield strength: 24 MPa ISO 527
Tensile strength: 35MPa ISO 527
Heat distortion temperature: 75°C ISO 306
Heat strength: <-80°C ASTM D 1709
Shore D hardness: 60 ISO 868

Maximum tensile strength: MD 35 MPa - TD 40 MPa ISO 527
Tear resistance: MD 150 mN - TD 400 mN SO 6383-2
Maximum elongation: MD 300 % - TD 400 % ISO 527
Dart drop impact: from 150t0 200 ¢g ASTM D 1709

The above values are the result of arithmetic averages from tests on sample productions and are not legally binding.

Paper adhesive tape for professional masking; suitable for applications at medium temperatures in the car body repair,
building and construction industries.

Backing: 59 g/m* impregnated white paper Adhesive: natural dry rubber and solvent resins

Total thickness: 125pum
Elongation at break: 85%
Tensile strength: 75N/25 mm
Adhesion to steel: 4 N/25 mm
Temperature resistance: up to 80 °C for 30 minutes

The above values are the result of arithmetic averages from tests on sample productions and are not legally binding.

It's a good rule to use the product within 6 months from purchase, because the unwinding force of the tape increases with time.
The product must be stored in its box in a dry location protected from sunlight, at about 15 °C - 25 °C and 50% relative humidity.
If stored in different conditions, the product must be reconditioned. After application, the removal of the tape must be done
slowly without tears. Before applying the tape, always check if the surface is clean. Euromask disclaims any liability for any direct
or indirect damage coming from the misuse of the product. Under normal conditions, the tape is not toxic and is not approved for

medical use.
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